














ODOMETER AND TRIP COMPUTER

o Trip odometer
The vehicle has two separate trip odom-
eters, T1 and T2, which are always active.
Press (6) for 2 seconds to reset the cur-
rently displayed trip odometer.
Press (6) briefly to toggle between T1
and T2.

@ Fuel gauge
The arrow show the side of the vehicle that
the fuel filler door is on.

@ Low fuel level indicator
When the symbol illuminates, refuel as
soon as possible. The fuel level indicator in
the gauge moves from right to left as the
amount of fuel in the tank decreases.

@ MILES TO EMPTY TANK
Use the trip computer’s thumb wheel (8)
to display the calculated distance until the
fuel tank is empty.

@ NoTE

MILES TO EMPTY TANK is an approxima-
tion, based on recent average fuel consump-
tion.

STEERING WHEEL ADJUSTMENT
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WARNING! Never adjust the steering wheel
while driving.

@ Clock
Turn the control (6) clockwise or counter-
clockwise to set the clock.

@ Multi-function control
Press to reset or toggle between trip
odometers T1 and T2.
Turn to adjust the clock.

@ READ
Press to read messages in the display.
Press again to confirm the message.

@ Trip computer
Display the desired trip computer informa-
tion by turning the thumb wheel.

@ Resets all functions

REFUELING

—

Press the button to open the fuel filler door



LIGHTING PANEL

Display & instrument panel lighting
io Front fog lights

Oi Rear fog light

0 Automatic headlights. High beam
flash only.

200z Parking lights

Headlights: turn off when ignition is
switched off, high/low beams can be
selected with the lever.

I
U

High beam flash.
Toggle between high/low beams.

DRIVER’S DOOR CONTROL PANEL

@ @ Lock/unlock all doors.

Retractable door mirrors (option),
press L and R at the same time.

L R Door mirror controls

I’ Open/close a window partially

g Open/close a window fully

@ & Cutout switch for rear windows
and doors (option) (child safety
locks)

WINDSHIELD WIPERS AND RAIN SENSOR (OPTION)

Symbol in display (rain sensor on)
B Single wiper sweep

Intermittent wipers. Turn (B) to adjust
interval.

(D
3 Normal speed
[F 2
G 2

High speed

RAIN SENSOR

Q Press to activate the rain sensor when
the lever is in position 0.

Windshield/headlight washers

@ Turn to adjust rain sensor sensitivity.



ADJUSTING THE FRONT SEAT ®

IGNITION MODES (MODES 0 AND I)

The brake pedal must not be depressed.

REMOTE KEY
Mode 0

START
STOP

ENGINE

Mode |

e

ﬂ Lumbar support
@ Backrest tilt

Audio system/interior lighting function @ Raise/lower the seat
regardless of ignition mode.

PCC & KEYLESS DRIVE e
START
STOP
g — —— ENGINE

O Raise/lower the front edge of the seat
cushion

0 Instrument/clock lighting, steering wheel @ Forward/rearward
lock/unlocked.

Power moonroof/windows, blower, ECC,
I wipers, 12-volt sockets in center con-
sole, Volvo Navigation System.

ELECTRIC PARKING BRAKE

Setting
I’ Press the button.

- Light flashes until brake is fully applied,
then glows continuously.

Releasing
Ignition mode 0 or higher.
Press brake pedal.

Q Pull out button.

Release automatically

Select a gear and begin driving. The parking
brake will release automatically (the driver’s
seat belt must be fastened).
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